
BESTELLBLOCK 
RAHMEN UND ECKEN

Absender/Firmenstempel

Ansprechpartner:

Kunden-Nr.:

eMail: Datum:

Telefon: Unterschrift:
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4
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1

Dichtungstyp:

Abdruck Dichtung:Farbe:

Rahmenart*:

Maßangaben: Bei Holzfenstern bitte Rahmentyp ankreuzen

Stück Breite (mm) Höhe (mm)

Dichtungen im   
Fensterflügel/Holz

Dichtungen im 
 Blend rahmen/Holz

Mitteldichtung im 
 Systemfenster

ANLEITUNG

So bestellen Sie schnell und einfach 
komplett ver schweißte Dichtungs rahmen 
für Holz fenster und Türen und für Mittel-
dichtungen von System  fenstern aus 
Alu minium, Holz-Aluminium, Kunst stoff und 
Stahl.

Fügen Sie Ihren Firmenstempel/Absender 
in Feld 1 ein, mit Angabe eines Ansprech-
partners für mög liche Rückfragen. Geben 
Sie bitte Ihre Kundennummer mit an.
 
Tragen Sie in Feld 2 Ihre Dichtungstype ein. 
Sollten Sie die Type nicht genau wissen, gibt 
es zwei Mög lichkeiten:
-  Machen Sie einen Stempelabdruck Ihrer 

be nötigten Dichtung in Feld 2a oder
-  Schicken Sie uns Ihr Muster zur  Be stimmung 

ein.

Geben Sie in Feld 3 Ihren Farbwunsch an.
 
Kreuzen Sie in Feld 4 die Rahmenart an. 
*  Prinzipzeichnungen für Bezugsmaße auf 

der Rückseite
 
Tragen Sie in Feld 5 Ihre Positionen mit  
Anzahl, Breiten- und Höhenmaß ein.

Kreuzen Sie bei Holzfensterdichtungen  
in Feld 6 zusätzlich den Rahmentyp an  
(3-seitig oder 4-seitig).
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Bitte ankreuzen, aus füllen, und per E-Mail oder per Post zu uns.

 ANFRAGE  BESTELLUNG 



PRINZIPZEICHNUNGEN FÜR 
 BEZUGSMAßE

MesspunkteimFensterflügel,
Holzfenster

Messpunkte 
im Blend rahmen

Mess punkte bei Mittel dichtungen

Beschlagfalzmaß

lichtes Maß

Bezugsmaß

Schemazeichnungen nicht im Maßstab

Beschlagfalzmaß

ÜberschlagmaßÜberschlagmaß



ORDER PAD 
FRAMES AND CORNERS

Sender/company stamp

Contact person:

Customer no.:

E-Mail: Date:

Phone: Signature:
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Seal type:

Stamp impression:Colour:

Frame type*:

Dimensions: For wooden windows please tick the frame type

piece width (mm) height (mm)

Seals in the window  
sash/wood

Seals in the window 
frame/wood

Centre seal in 
system window

INSTRUCTIONS

You can quickly and easily order fully 
 welded sealing frames for wooden windows 
and doors as well as centre seals for alumini-
um, wood, PVC and steel system windows.

Insert your company stamp/sender in 
field 1, stating a contact person for any 
queries. Please include your customer 
number.
 
Enter your seal type in field 2. If you do not 
know the exact type, there are two options:
-  Make a stamp impression of your required 

seal in field 2a or
-  Send us your sample for identification.

Enter your desired colour in field 3.
 
Tick the frame type in field 4. 
*  Principle drawings for reference  dimensions 

on the back
 
Enter your positions in field 5 with number, 
dimensions in width and height.

For wooden window seals, also tick the 
frame type in field 6 (3-sided or 4-sided).
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Please mark with a cross, fill in the form and send it to us by e-mail or post.

 INQUIRY  ORDER 



PRINCIPLE DRAWING FOR 
REFERENCE DIMENSIONS

Measuring points in the 
window sash,

wooden window

Measuring points 
in the frame

Measuring points for centre seals

Fitting rebate dimension

Clear dimension

Reference dimension

Schematic drawings not to scale

Fitting rebate dimension

Overlay dimensionOverlap dimension


